
Extended Life Antifreeze

technical data sheet

16310 Hollister st. Houston, TX 77066 832.666.3143 | www.graphenoil.com

Description
Graphenoil Extended Life AnƟfreeze (50/50) Red is ideal for fleet applicaƟons looking for nitrated protecƟon wher minimal downƟme and
maximum road-Ɵme are criƟcal for operaƟonal efficiency.

FEATURES
Graphenoil Extended Life AnƟfreeze (Red) meets and exceeds: ASTM D3306, ASTM D4985, ASTM D6210 and D6211, TMC of ATA RP329/38.
• Extended Life • Precharged • Prediluted 50/50 • Hybrid organic acid technology • Low silicate

phphysical properties
AnƟfeeze Glycols
Corrosion Inhibitors
Water
Flash Point
Weight / Gln at 60°F
Silicates
FFreeze Point
Boiling Point
Chloride
Specific Gravity, 60/60°F

method of use
Graphenoil EL AnƟfreeze is diluted as received. Follow manufacturer recommendaƟon and / or vehicle manual. 

storage & handling
KKeep container closed unƟl use. Keep out of direct sunlight and heat.Discard waste appropriately.

notes
The data contained herein are furnished for informaƟon only and are believed to be reliable. We cannot assume responsibility for the results obtained by others over whose
methods we have no control. It is the user's responsibility to determine suitability for the user's purpose of any producƟon methods menƟoned herein and to adopt such
precauƟons as may be advisable for the protecƟon of property and of persons against any hazards that may be involved in the handling and use thereof.

In ligIn light of the foregoing, Graphenoil specifically disclaims all warranƟes expressed or implied, including warranƟes of merchantability or fitness for a parƟcular purpose, arising
from sale or use of Graphenoil products. Graphenoil specifically disclaims any liability for consequenƟal or incidental damages of any kind, including lost profits.

The discussion herein of various processes or composiƟons is not to be interpreted as representaƟon that they are free from dominaƟon of patents owned by others or as a
license under any Graphenoil patents that may cover such processes or composiƟons. We recommend that each prospecƟve user test his proposed applicaƟon before repeƟƟve
use, using this duse, using this data as a guide. This product may be covered by one or more United States or foreign patents or patent applicaƟons.

trademark usage
Except as otherwise noted, all trademarks in this document are trademarks of Graphenoil in the USA and elsewhere. ® denotes a trademark registered in the U.S. Patent and
Trademark Office. Any and allGraphenoil marks may not be used without prior consent.

1200 ppm min
Pass
2.5%
9.5-10.5
None
None
RRed
Pass
150 ml rise, max. 5 sec. break, max

Nitrite
Effect on Engine
Ash Content
pH, 50% V/V
Reserve Alkalinity
Water Mass %
ColorColor
Effect on Nonmetals
Foaming

48.0% min
1.1% min
49.0% max
None
8.9 lbs
<250 ppm
-34°F-34°F
265°F
33 ppm
1.065 min

updated 01/13/2022


